
TK-2140/3140
VHF/UHF FM Portable Radios

❚ COMPACT AND SLEEK

❚ TRUNKED FORMAT (LTR® TRUNKED & 
CONVENTIONAL SYSTEMS)

❚ CONVENTIONAL FORMAT (WITH PRIORITY
SCAN)

❚ FleetSync™ DIGITAL MESSAGING & SIGNALING 

❚ MULTIPLE SCAN FUNCTIONS

❚ 12-CHARACTER DOT MATRIX LCD

❚ 10-CHARACTER ALPHANUMERIC ALIAS

❚ BACKLIGHTED KEYS & LCD

❚ QT & DQT CODED SQUELCH 

❚ FULL RANGE OF SECURITY FEATURES

❚ BATTERY STATUS INDICATOR 

❚ FLASH MEMORY ADVANTAGE

❚ DTMF MEMORY CAPABILITY
This has been printed on recycled paper.
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Specifications

TK-2140 TK-3140
GENERAL

Frequency range
Type 1 136 ~ 174 MHz 450 ~ 490 MHz
Type 2 470 ~ 512 MHz
Type 3 400 ~ 430 MHz

Systems (Trunked mode) Max. 32
Group (Trunked mode) Max. 250
Channels

Trunked/Conventional format Max. 600/Max. 250
Channel spacing

Wide/Narrow 25, 30 kHz/12.5, 15 kHz 25 kHz/12.5 kHz 
Channel step 2.5, 5, 6.25, 7.5 kHz 5, 6.25 kHz
Operating voltage 7.5 V DC ± 20 %
Battery life (5-5-90), during hi-power

KNB-24L Approx. 9 hours
KNB-25A Approx. 8 hours
KNB-26N Approx. 12 hours

Operating temperature range -22° F ~ +140° F (-30° C ~ +60° C)
[-14° F ~ +140° F (-10° C ~ +60° C)

when KNB-24L/26N in use]
Frequency stability ±0.00025% (-22° F ~ +140° F)
Antenna impedance 50 Ω
Channel frequency spread

Type 1 38 MHz 40 MHz
Type 2 42 MHz
Type 3 30 MHz

Dimensions (W x H x D), Projections not included
Radio only 2-7/32 x 4-1/8 x 7/8 in. (56 x 105 x 21.9 mm)
with KNB-24L 2-7/32 x 4-1/8 x 1-5/32 in. (56 x 105 x 29.5 mm) 
with KNB-25A 2-7/32 x 4-1/8 x 1-3/8 in. (56 x 105 x 35.7 mm) 
with KNB-26N 2-7/32 x 4-1/8 x 1-3/8 in. (56 x 105 x 35.7 mm) 

Weight (net)
Radio only 5.99 oz. (170 g )antenna and belt hook
with KNB-24L 10.58 oz. (300 g )antenna and belt hook
with KNB-25A 12.7 oz. (360 g )antenna and belt hook
with KNB-26N 14.46 oz. (410 g )antenna and belt hook

FCC ID
Type 1 ALH32253110 ALH32263110

FCC compliance
Type 1 Parts 22,74,90 Parts 22,74,90,95 

IC certification 282196842A 282196837A

Applicable MIL-STD
Standard MIL 810C MIL 810D MIL 810E 

Methods/Procedures Methods/Procedures Methods/Procedures
Low Pressure 500.1/Procedure I 500.2/Procedure I 500.3/Procedure I
High Temperature 501.1/Procedure I, II 501.2/Procedure I, II 501.3/Procedure I, II
Low Temperature 502.1/Procedure I 502.2/Procedure I, II 502.3/Procedure I, II
Temperature Shock 503.1/Procedure I 503.2/Procedure I 503.3/Procedure I
Solar Radiation 505.1/Procedure I 505.2/Procedure I 505.3/Procedure I
Rain 506.1/Procedure I, II 506.2/Procedure I, II 506.3/Procedure I, II
Humidity 507.1/Procedure II 507.2/Procedure II 507.3/Procedure II
Salt Fog 509.1/Procedure I 509.2/Procedure I 509.3/Procedure I
Dust 510.1/Procedure I 510.2/Procedure I 510.3/Procedure I
Vibration 514.2/Procedure VIII, X 514.3/Procedure I 514.4/Procedure I
Shock 516.2/Procedure I, II, V 516.3/Procedure I, IV 516.4/Procedure I, IV

OPTIONS

KNB-24L

Li-ion Rechargeable  Battery Pack
(1400 mAh)

KSC-25

Rapid Charger

KRA-14

VHF Helical Antenna

KVC-4

Rapid Rate Vehicular Charger
Adapter (requires KSC-25)

KEP-1

Heavy Duty Earphone
(requires KMC-25)

KHS-11BL

2-Wire Palm Mic with
Earphone

KHS-14

Lightweight Single Muff
Headset

KHS-12BL

3-Wire Mini Lapel Mic with
Earphone

KNB-25A

Ni-Cd Rechargeable  Battery Pack
(1200 mAh)

KNB-26N

Ni-MH Rechargeable  Battery Pack
(2000 mAh)

KBP-5

AA Refillable Battery Pack
(holds 6 AA-size alkaline cells)

KRA-22

VHF Helical Short Antenna

KRA-23

UHF Helical Short Antenna

KRA-15

UHF Whip Antenna

KMC-25

Speaker Microphone

KLH-114

Leather Case

KMB-16

Multi-Charger Adapter 
(holds six KSC-25 chargers)


